
LED Auxiliary Light Bar for BMW F750/ F850GS
2019-2023
VST-010502-002

BEFORE YOU BEGIN
Read these instructions and check to be sure all parts and tools are accounted for. Please retain
these installation instructions for future reference.

IMPORTANT
This LED Auxiliary Light is exclusively designed for your motorcycle. Please read the installation
instructions thoroughly before beginning. Installation is easier if the motorcycle is clean and free of
debris.

INSTALLATION INSTRUCTIONS
Note: Shift motorcycle transmission into
“PARK”. Turn key to “OFF” position and remove
from motorcycle.

1. Products Display

2. First, unscrew the screws on both sides of
the front fender f the original car, and then
install the supporting brackets on both sides of
the product, and fix them with the original car
screws. As the picture shows:

3. Prepare the installation bracket for the
auxiliary light, secure it to the small bracket in
step 1 with screws, and then install the auxiliary
light at both ends of the bracket. As the picture
shows:
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4. First, use the original screws to fix the
control switch to the original handle. Then
remove the seat cushion and the exterior
decoration of the fuel tank. Afterwards, Pull the
end of the connecting wire harness with a port

in the package to the front auxiliary light and
connect it with the wire harness of the auxiliary
light. Pull the side with a circular copper
component to the battery of the original
motorcycle and connect the positive and
negative poles. Finally, install the seat cushion
and fuel tank trim panel back onto the
motorcycle. (Exposed wires can be hidden
under the fuel tank trim panel). As the picture
shows:
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5. Installation finished.

Note: Please refer to the installation video in
the Amazon listing before your installation, or
contact the seller for the installation video.
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